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The purpose of this installation manual is to provide you with the basic information needed to complete 
the installation of the AmeriDeck™ Hydraulic Loading System.  Please take your time and completely 
read all of the instructions before beginning the installation process.  This will save lost time and 
unneeded steps.   
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ONLY AUTHORIZED PERSONNEL, TRAINED AS INSTALLERS OF TRUCK 
EQUIPMENT WHOM ARE AWARE OF FEDERAL, STATE AND PROCINCIAL 
D.O.T. REGULATIONS (AS APPLICABLE) SHOULD INSTALL THIS SYSTEM.  THIS 
MANUAL IS WRITTEN FOR THOSE ALREADY TRAINED WITH KNOWLEDGE OF 
NEUTRILIZING FUEL TANKS AND KNOWLEDGE OF DRILLING ON TRUCK BEDS.   

As trained installers, please use your safety training to disarm mechanical energy, 
hydraulic energy, explosive energy and electrical energy.   

Finally, the job is not complete until you have verified the safety decals, tested the unit, and completed 
the Pre-Delivery Checklist, which includes training the new owner.   
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Prepare the truck for the Lift Arm Installation by performing the following steps.   

·  Place the truck in park, engage the parking brake and block the wheels. 

·  Ensure that the truck bed is clean of debris and that there is adequate room to move under the 
truck bed.  
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1. Attach a battery or booster pack to the pump 

2. Attach the control pendant to the pump  

a. Roll the deck (if your system was shipped with a deck) off of the base frame 

3. Once the deck is level and completely on the ground, remove the locking pins from the quick 
connect hooks 

a. Lower the lift arm a few inches further to completely disengage the deck 

 
Please read these 

instructions 
completely 
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b. Once the lift arm is completely disengaged from the deck, slide the base frame forward 
and retract the lift arm back on to the base frame 

4. Using appropriate lifting methods, place the lift arm into the center of the truck bed 

5. NOTE:  before drilling, make sure there are no obstructions such as wires, gas tanks, gas lines, 
brake lines, heat shields, etc. under the truck bed an in the path of the drill 

6. Next align the rear of the frame base, here the installer has two options: 

a. Standard installation:  this is the most common installation used with AmeriDeck™ 
systems 

i. Align the rear of the base frame with the end of the truck bed 

b. Tailgate installation:  use this installation if the user does not plan on using the system on 
a full-time basis and has the desire to replace the truck bed tailgate when the system is 
not in use.   

i. NOTE:  contact your AmeriDeck™ customer service support team if you have 
any questions regarding this optional procedure.   

ii. Align the base frame so that it is parallel with the end of the truck bed 

iii. Then replace the truck bed tailgate, and close the tailgate so that it fully latches 

iv. This will slide the base frame forward to the appropriate position where it will 
need to be for this type of installation 

v. Please ensure that the front of the base frame or lift arm does not interfere with 
the front of the truck bed before moving to the next step 

7. Using a hand drill equipped with a ½” drill bit, drill through the truck bed floor using the pre-drilled 
holed in the base frame as your guide 

a. Once the hole is drilled, insert a ½” x 3” bolt and washer into the hole to keep the frame in 
position before drilling the second hole 

b. Install the mounting bracket (flat bar with a ½” nut welded to the center) underneath the 
truck box floor and have another person turn the bold until it is snug 

8. Using a 3/8” driver, attach the tail plate to the back of the base frame with the four self tapping 
screws that were provided 

9. NOTE:  when connecting the pump to the battery or power source, make certain that the 
connection terminal is capable of carrying the full cranking amps of the battery 
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10. Thread the power wire (4 ga. X 16’) that is attached to the pump along the frame of the truck and 
to the battery 

a. The wire should be secured with electrical tie wraps every 12” to prevent any dragging or 
hanging 

b. Depending on the year and make of the truck, you may find drain holes at the front 
corners of the truck bed 

i. If not, you may loop the wire up and over the front panel of the truck bed 

ii. In this case, the wire clips should be used to fasten the wire to the front panel 

c. Attach the ground wire to a clean surface to ensure “good” grounding 

d. After all of the electrical connections have been completed, it is recommended that all 
contacts and terminals be sprayed with a corrosion resistant spray or lightly coated with 
white lithium grease 

e. NOTE:  in most cases where the unit fails to operate the cause is a faulty ground.  
Additionally, vehicles have ground straps from the body to the frame and engine or 
straight to the battery that should be periodically checked and replaced if corroded or 
missing. 

11. With the power connections made, the control pendant can be used to move the lift arm back to 
the vertical or rearward position 

12. With the arm moved to the new position, complete the same drilling and mounting process as 
was completed in steps 7 through 7 a. 

13. Secure the control pendant wire to a point within the truck bed that will not allow the wire to be 
pinched under the deck and deck supports 

a. If the wire becomes pinch and/or breaks, the unit will not operate and complete removal 
may be required for repairs 

14. The AmeriDeck™ system is ready to use! 
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·  NEVER operate the unit until you have completely read the operating procedures guide 

·  ALWAYS be sure that all personnel are well clear of moving parts 

·  SAFETY is your responsibility 

If you have any questions regarding your AmeriDeck™ installation, please call the AmeriDeck™ customer 
service team at 888-311-0867 
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NOTE:  The AmeriDeck™ installer must test each of the items indicated below and check them off as 
inspected in the space provided.  The installer must sign in the space provided below that the tests have 
been completed. 

o Check the hydraulic oil tank for proper oil level. 
o Check that the high-pressure side of the pump is connected to the cap end of the cylinder and 

that there are no leaks. 
o Demonstrate attaching the control pendant (ensuring that the buttons are moving the system as 

labeled). 
o Discuss proper (level) loading with the owner. 
o Check to see that all grease points are lubricated and in working condition. 
o Check to make sure all electrical connections and wire are tight and free from all areas of 

pinching and cutting hazards. 
o With the base frame installed in the truck bed, test the full operation range.  If a body is included, 

fully load and unload the body. 
o Demonstrate the product operation to the end user and point out the safety decals that are on the 

unit. 
o Present the AmeriDeck™ Operation Manual to the end user. 

  

The pre-delivery inspections above have been completed. 

 

 _________________________________  ______________________________________ 

 Installer Company                                                                      Signature 

 I have accepted delivery of the equipment listed below and it is operating properly.  Authorized operators 
have been or will be instructed in and understand the proper methods and use of the system. 

 

  _________________________________  ______________________________________ 

 Owner Signature                                                                        Date 

  

_________________________________   ______________________________________ 

Model(s)                                                                                                Serial Number(s) 

  

Installer:  Keep a copy on file to validate warranty claims and give end user a copy, send a fax copy to:  
Deist Industries, Inc. at 724-253-4955 
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The following warranties apply to AmeriDeck™ products manufactured by or for Deist Industries, Inc. 
provided an AmeriDeck™ Warranty Card has been sent to Deist Industries, Inc. as required and the 
General Warranty Rules and Warranty Claim Procedures have been complied with. 

1-YEAR LIMITED WARRANTY – Components 
The component manufacturers warranty of hydraulic pumps, hydraulic cylinders, hoses, parts and 
cylinders is available to the original owner of an AmeriDeck™ product.  Deist Industries, Inc. warrants that 
the hydraulic pump and hydraulic cylinders used in AmeriDeck™ products shall be free from defects in 
material and workmanship for ONE YEAR from the date of purchase (the “Warranty Period”).  If a defect 
appears in those components during the Warranty Period, Deist Industries, Inc. will repair or replace (at 
its option) the defective components without charge. 

1-YEAR GENERAL LIMITED WARRANTY 
Deist Industries, Inc. warrants to the original owner that AmeriDeck™ products shall be free from defects 
in material and manufacturing workmanship for the Warranty Period of ONE YEAR from date of original 
purchase.  If such a defect appears during the Warranty Period, Deist Industries, Inc. will repair or replace 
(at its option) such product without charge provided applicable claim procedures are followed. 

The foregoing warranties are exclusive and comprehensive. 

 THERE IS NO IMPLIED WARRANTY IMPLIED BY LAW AND NO IMPLIED WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR ANY PURPOSE. NO OTHER PERSON OR ORGANIZATION 
MAY GIVE ANY FURTHER WARRANTY OR ASSUME ON ITS BEHALF ANY ADDITIONAL OR OTHER 
OBLIGATION OR LIABILITIES. INCIDENTAL DAMAGES AND CONSEQUENTIAL DAMAGES ARE 
EXCLUDED FROM THESE WARRANTIES.  THE SELLER UNDERTAKES NO RESPONSIBILITY FOR 
THE QUALITY OF THE GOODS EXCEPT AS OTHERWISE PROVIDED IN THIS CONTRACT.  THE 
SELLER ASSUMES NO REPONSIBLITITY THAT THE GOODS WILL BE FIT FOR ANY PARTICULAR 
PURPOSE FOR WHICH YOU MAY BE BUYING THESE GOODS, EXCEPT AS OTHERWISE 
PROVIDED IN THE CONTRACT.   

To make a valid warranty claim, an original owner must first have completed and returned to Deist 
Industries, Inc. an official AmeriDeck™ Warranty Card within 30 days of taking deliveries of the 
AmeriDeck™ product. 

GENERAL WARRANTY RULES  

1. The foregoing warranties apply to the original installation of AmeriDeck™ Products, and NOT to 
subsequent installations. 
2. The foregoing warranties apply only to AmeriDeck™ products and exclude add-on attachments and 
modifications to such products. 
3. To quality for either or both of the AmeriDeck™ Warranties, the AmeriDeck™ product must be properly 
installed only by an AmeriDeck™ authorized dealer, distributor, agent, or installer and maintained and 
serviced properly thereafter. 
4. Deist Industries, Inc. assumes no liability for the following: 
(a) for parts that have been altered, modified, abused, misused, overloaded, worn out due to normal wear 
and tear or damaged by carrying corrosive materials, or any damage attributable to accident or to 
lightning or to connection to a power source having a greater rating than that specified in the operator’s 
manual; 
(b) for loss or damage to cargo or goods carried on any AmeriDeck™ product at any time for any reason 
or for consequential damages arising from any AmeriDeck™ product which is found to be defective; 
(c) for loss to property, death, or injury to any person(s), their successors, assigns, personal 
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representatives or dependants, whether directly or indirectly involved in the operation of any AmeriDeck™ 
product, at any time for any reason; and 
(d) The liability for loss or damage to vehicle(s) upon which AmeriDeck™ products have been installed. 
5. Where a new AmeriDeck™ product is provided as a replacement during the Warranty Period, that unit 
shall be subject to the warranty only for the unexpired portion of the Warranty Period relating to the 
original AmeriDeck™ product. 
6. Warranty labor performed must only be done by an authorized AmeriDeck™ dealer, distributor, agent, 
or installer. 
 

 
WARRANTY CLAIM PROCEDURES 

 
Warranty claims may be made, in writing only, by contacting an authorized AmeriDeck™ dealer, 
distributor, agent, or installer, or Deist Industries, Inc., AmeriDeck™, 3550 Perry Highway, Hadley, PA, 
16130. 

Deist Industries, Inc. by its authorized representative(s) reserves the right to inspect products claimed to 
be defective and dispose of the claim as it sees fit, including repair or replacement.  Unauthorized repair 
or replacement prior to such inspection may void the warranty claim. 

All products or components claimed to be defective must be returned to the AmeriDeck™ authorized 
dealer, distributor, agent, or installer for warranty evaluation within 30 days of the claim being submitted 
and shall be sent freight prepaid. All items shipped out from Deist Industries, Inc. or its representatives 
will be sent freight prepaid.   

Please fill out the below form and return it to Deist Industries, Inc., 3550 Perry Hwy., Hadley, PA 16130 or 
go visit www.porwedecks.com/warranty_card and submit this form online. 
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Available online at www.powerdecks.com/warranty_card 

Date of 
Purchase  

Model & Serial 
Number    

Purchaser 
Information: 

Name   

Address  Apt./Unit  

City  ST/PR  Postal Code  

Country   

Phone          E-Mail  

Who sold the product    

 
 

Signature 
 

By signing above, one states that they fully understand the warranty rules of 
 Deist Industries, Inc. and AmeriDeck™.  

 
 

The warranties will take effect to AmeriDeck™ products manufactured by or for Deist Industries, Inc. 
providing the General Warranty Rules and Warranty Claim Procedures have been complied with and this 

Warranty Card is filled out in full, signed and mailed to: 
 

Deist Industries, Inc. 
AmeriDeck™ 

3550 Perry Highway 
Hadley, PA 16130 

 
Phone: 888-311-0867     Fax724-253-4955 

 
 

Online registration at: www.powerdecks.com/warranty_card 
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Visit us online: 

·  www.powerdecks.com 
·  Product and company news 
·  Sign-up for our newsletter 
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3550 Perry Highway 
Hadley, PA 16130 
 
Phone (888) 311-0867 
Fax (724) 253-4955 
 
www.powerdecks.com 


